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Doble Sele Master Compact

MEDIDAS STANDARDS (en mm.) / STANDARD SIZES (in mm.) Doble Sele Master Compact

Denominación
DSMC - Doble Sele Master Compact

Campo de Empleo
Empaquetadura reforzada para el funciona-
miento automático, en los cilindros hidráulicos, 
compuesta por el ensamble de partes elaboradas 
separadamente. La misma está diseñada 
específicamente para pistones de doble efecto, 
tiene, en su conjunto, la capacidad de ser 
extremadamente resistente y con eficacia en 
una amplia variedad de servicios desde medios 
a pesados, con bruscos cambios de presión, con 
fuertes vibraciones y/o desalineamientos 
transitorios, gran carrera y con resistencia a los 
aceites minerales, aguas, etc., operando en 
condiciones de servicios a  temperaturas desde 
-30º C a  110º C y máxima presión de 700 bar.

Estructura
Anillo elemento de sello/sostén: realizado 
de acrilo nitrilo (NBR), particularmente 
resistente al aceite hidráulico y a la deformación 
permanente. Tiene la característica exclusiva de 
contar con una serie de labios que al tener su 
sección comprimida en el alojamiento para 
asegurar el sellado a baja presión, cuando está 
presurizado se protege con la extensión de sus 
labios y el respaldo del porta guía.

Anillo porta guía: elaborado con poliuretano 
inyectado (AU), anillo que cumple funciones de 
respaldo al elemento elástico, asegurando las 
mejores condiciones de su funcionamiento y en 
su contracara está formateado para apoyar y 
ensamblar el aro guía.

Anillo aro guía: fabricado en resina acetálica 
inyectada que cumple con las funciones de 
complementar ayuda a las restantes piezas 
y asimismo evitar daños por desalineamientos 
y extrusiones.

Designation
DSMC - Doble Sele Master Compact

Field of use
Reinforced compounds for automatic 
functioning in hydraulic cylinders, composed 
of an assembly of seperately made parts 
especially designed for double action pistons. 
They are extremely resistant and effective in 
a wide variety of médium to heavy services, 
with abrupt pressure changes, strong 
vibrations and/or transitory disalignments. 
They have a long life and resistance to 
mineral oils, water etc., operating at 
temperaturas from -30ºC to 110ºC 
and a maximum pressure of 700 bar.

Structure
Ring element of seal/support: based on 
acrilo nitrilo (NBR) especially resistant to 
hydeaulic oil and permanent deformation. 
It has the exclusive characteristic of a series 
of lips which compress each section to ensure 
a seal at low pressure, and, with pressure, 
extend to provide protection together 
with the guide bearer.

Guide bearing ring: Made from injected 
polyurethene (AU), a ring giving added 
strength to the elastic element , assuring 
optimum functioning. Its reverse face 
is formatted to support the guide ring. 

Guide ring: Made from injected (acetalic) 
resin, assists the rest of the assembly , 
avoiding damage due to disalignment 
and extrusions.

Nota: contamos con medidas 
milimétricas (no standards). 
Ante cualquier requerimiento 
consulte con nuestro Centro 
de Atención al Cliente (CAC).

Note: We can supply 
non-standard milimetric 
sizes. For any requirement 
consult our Client Attention 
Centre (CAC).

Código Diám.  Exterior   Diám.  Interior   Altura 
80001 20,0  11,0  18,0
80002 25,0  15,0  20,0
80003 30,0  21,0  17,0
80062 35,0  25,0  18,0
80063 40,0  30,0  16,0
80013 42,0  28,0  20,0
80005 44,4  25,6  30,0
80006 45,0  31,0  20,0
80009 45,0  35,0  22,9
80007 50,0  35,0  31,0
80008 50,0  34,0  26,0
80010 53,9  38,1  31,0
80011 55,0  39,0  31,0
80012 56,0  40,0  26,0
80014 60,0  44,0  26,0
80015 60,3  44,4  31,0
80016 63,0  47,0  26,0
80017 63,0  47,0  30,5
80018 63,0  47,0  32,0
80019 63,5  47,63  31,0
80020 65,0  49,0  26,0

Código Diám.  Exterior   Diám.  Interior   Altura 
80021 65,0  50,0  30,0
80028 66,6  50,8  31,0
80022 70,0  54,0  26,0
80053 70,0  50,0  22,0
80054 70,0  50,0  24,0
80023 75,0  55,0  34,0
80024 75,0  59,0  25,0
80055 76,2  56,2  35,0
80025 80,0  60,0  35,0
80026 80,0  62,0  29,0
80027 85,0  65,0  34,0
80029 88,9  69,8  35,0
80030 90,0  72,0  29,0
80056 90,0  70,0  22,0
80057 90,0  70,0  22,4
80058 90,0  70,0  35,0
80032 95,0  75,0  35,0
80031 100,0  75,0  35,0
80034 100,0  82,0  29,0
80064 101,6  82,5  22,4
80033 105,0  80,0  35,0

Código Diám.  Exterior   Diám.  Interior   Altura 
80035 110,0  85,0  35,0
80036 115,0  90,0  35,0
80038 115,0  97,0  29,0
80037 120,0  95,0  35,0
80059 125,0  100,0  25,0
80060 125,0  100,0  25,4
80061 125,0  100,0  38,0
80039 130,0  105,0  37,0
80040 130,0  105,0  44,0
80041 135,0  110,0  44,0
80042 140,0  115,0  37,0
80043 145,0  120,0  37,0
80044 145,0  120,0  44,0
80045 150,0  125,0  32,0
80046 150,0  125,0  44,4
80047 155,0  130,0  37,0
80048 160,0  130,0  38,0
80049 160,0  135,0  44,0
80050 165,0  140,0  44,0
80051 170,0  145,0  50,0
80052 175,0  150,0  50,0
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CARACTERÍSTICAS TÉCNICAS TECHNICAL CHARACTERISTICS
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